
SAFETY

WARNING

READ, UNDERSTAND AND FOLLOW ALL
THE INFORMATION IN THIS OWNER'S
MANUAL.

The  meanings of WARNINGS, CAUTIONS,
AND NOTES are:

WARNING

A WARNING is given when failure to follow
the directions could result in injury, loss of
limb, or life.

CAUTION

A CAUTION is given when failure to follow
the directions could result in temporary or
permanent damage to the equipment.

NOTE

A NOTE is used to highlight an important
procedure, practice or condition.

NOTE

It is important to provide adequate lighting
in your shop area.

Eye Protection

• Always wear eye protection when you use
power equipment. Use goggles, safety
glasses or a face shield to protect your eyes.

556263 Quill Twister

INTRODUCTION

The Quill twister is used to rotate the Quill
spindle to position the tapered flat of the
spindle properly to mount accessories to the
Headstock. It allows easy access to the upper
hub with the Shaft Guard is in place. The Quill
Twister also keeps your hands off the hot
hubs after you have been using the Head-
stock for a while.

PARTS LIST

522914 Handle and Sleeve Assembly . 1
516027 Screw........................................... 1
845648 Owners Manual ........................ 1

TOOLS REQUIRED

• 5/32" Shopsmith Allen Wrench
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• Goggles completely surround and protect
your eyes. Many goggles will also fit over
regular glasses. Be sure your goggles fit
closely, but comfortably.

• Safety glasses don't fog as easily as goggles
and can be worn all the time. Regular
eyeglasses normally have only impact re-
sistant lenses. They are not safety glasses.

• A face shield protects your entire face. And
you can flip it up out of the way when you
don't need it. A face shield can be used with
regular glasses.

Ear Protection

• Prolonged exposure to high noise levels
from high speed power equipment can
damage your hearing.

• Hearing protectors screen out noise that
can damage your ears. Wear hearing pro-
tection when you are exposed to high in-
tensity power equipment noise.

WARNING

Read, understand and follow the Mark V/7
Owner's Manual and the manual for every
power tool you use.

Additional warnings, cautions and instruc-
tions and operating techniques are provided
in the Shopsmith book, Power Tool Wood-
working for Everyone. (A copy is included
with your new Mark V/7, and is also  avail-
able from Shopsmith.)

Wear proper eye and ear protection. Also,
wear a dust mask.

Plan every operation before you begin. If you
are in doubt about how to perform an opera-
tion safely, do not attempt it.  Consult your
Owners Manuals and Power Tool Wood-

working for Everyone textbook for proper,
safe technique. If you are still unsure about
performing the operation, contact a Shopsmith
Customer Service associate.

ASSEMBLY

NOTE

The Quill Twister will only work on the
newer 5" long Couplers. The much older,
shorter Coupler with a solid center will not
work with the Quill Twister.

WARNING

The spring must be kept in the “HEAD-
STOCK” end of the Coupler. This safety
feature prevents the Quill Twister from
being left on the Headstock.

If the Quill Twister is left on the Headstock,
and the Motor started, the Quill Twister
will be thrown off the Spindle Hub and
could strike either you or a visitor to your
shop causing severe injury to whoever it
strikes.

If this spring has been lost or misplaced.
Call Shopsmith Customer Service (800-
543-7586) and place an order for a new
coupler (503574).

1. Pick up the Coupler. Look in the ACCES-
SORY end of the Coupler. Notice that
there is a narrow key, cast in the inside
wall of the shaft (small diameter) part of
the Coupler, as shown in Figure 1.
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2. Align the groove on the Handle shaft with
the narrow key in the Coupler, as shown in
Figure 2.

3. Slip the Handle shaft into the coupler. If
the Handle shaft does not slip into the
center hole of the of the Coupler, rotate it
slightly while pushing forward until the
shaft slips in the center hole of the Coupler
shaft.

NOTE

If the Coupler you are using is your only
Coupler, you can use the Quill Twister

Figure 1

Figure 2

Key

Handle in your Coupler without securing it
in place with the screw. Otherwise, it is ad-
visable to complete the following steps to
secure the handle to the coupler.

4. Place the screw over the center of the spring
of the HEADSTOCK end of the Coupler
with it’s threads pointing in the coupler,
see Figure 3. Drop the screw into the Cou-
pler.

Figure 3

5. Insert the long end of the Shopsmith 5/32"
in the center hole of the spring and engage
the hex socket of the screw. Finger-tighten
this screw until it bottoms out against the
center rib in the Coupler. Tighten this screw
no more than one-quarter revolution past
contact with the center rib inside the Cou-
pler.

CAUTION

You are tightening the screw into threads
cut into plastic. Keep this in mind. Avoid
over tightening or you will strip the threads
out of the handle shaft.
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Figure 4

NOTE

If you have further questions or need addi-
tional assistance, please contact Customer
Service Toll Free 800/762-7555. Or visit our
website:  www.shopsmith.com

USING THE QUILL TWISTER

1. Place the Handle of the Quill Twister in
your left hand. Align the HEADSTOCK
end of the Coupler with the hub on the
Upper Auxiliary Shaft on the top-left side
of the Headstock, as shown in Figure 4.

2. Slip the Coupler onto the hub, overcom-
ing the spring pressure, rotating it as you
do to align the splines in the Coupler with
the grooves of the Hub.

3. While holding the Coupler on the Hub,
you can now rotate the Quill Spindle to
position the flat of the spindle or setscrew
of an accessory for easy access.


